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MATED

Increase productivity and capacity.

Office data transmission system.

User friendly simple control interface and software.

Exclusive automated weight scale installed.

Exclusive shock absorbing structure.  

Exclusive lifting mechanism with anti-drop feature.

Suitable for pallet loading, handling, and storage.

Safe, durable, easy to maintain, low equipment cost, with high work efficiency.

Effectively utilize the floor space will help maximize the entire warehouse space by at least 50%.

Reduce time for operators.

Utilize Automated Storage/Retrieval System to control and manage and organize materials on the spot.

Energy saving device. 



Material 
Information

Auto Mode

Manual Mode

Repair and 
Maintenance

I/O 
Monitoring

Abnormal 
Alert

Alarm History

Remote Data Connection (in Excel Format)

Weighing Module (maximum weight 5 ton)

Safety Light Sensor for Auto Shut-Off

Exclusive lifting mechanism with Anti-Drop device
Use the principle of leverage and force point to prevent 

pallet from falling

The main structure is tested through 

(Solid Works & Simulation Xpress) 

software to analyze its main rigidity 

and deformation conditions; to ensure 

the rigidity of the Automated Storage / Retrieval System
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＊Dimension will be slightly changed according to location of the electrical box

Dimensions (L*W*H)

Maximum size of plate (L*W)

Maximum height of plates stored per pallet

Maximum loading weight per pallet

The distance between pallets

Number of pallets

Model 20P-3M-2T 25P-3M-2T

20P-3M-3T

20P-4M-2T 25P-4M-2T

25P-3M-3T
Dimensions (L*W*H)

Maximum size of plate (L*W)

Maximum height of plates stored per pallet

Maximum loading weight per pallet

The distance between pallets

Number of pallets

Model

Dimensions (L*W*H)

Maximum size of plate (L*W)

Maximum height of plates stored per pallet

Maximum loading weight per pallet

The distance between pallets

Number of pallets

4930*4475*4800 (mm) ; 194*176*189 (in)

3110*1570 (mm) ; 122*62 (in)

65 (mm) ; 3 (in)

2 (ton)

170 (mm) ; 7 (in)

20

4930*4475*5400 (mm) ; 194*176*213 (in)

3110*1570 (mm) ; 122*62 (in)

95 (mm) ; 4 (in)

3 (ton)

200 (mm) ; 8 (in)

20

4930*5475*4800 (mm) ; 194*216*189 (in)

4110*1570 (mm) ; 162*62 (in)

65 (mm) ; 3 (in)

2 (ton)

170 (mm) ; 7 (in)

20

25

4930*4475*5700 (mm) ; 194*176*224 (in)

3110*1570 (mm) ; 122*62 (in)

65 (mm) ; 3 (in)

2 (ton)

170 (mm) ; 7 (in)

25

4930*4475*6400 (mm) ; 194*176*252(in)

3110*1570 (mm) ; 122*62 (in)

95 (mm) ; 4 (in)

3 (ton)

200 (mm) ; 8 (in)

25

4930*5475*5700 (mm) ; 194*216*224 (in)

4110*1570 (mm) ; 162*62 (in)

65 (mm) ; 3 (in)

2 (ton)

170 (mm) ; 7 (in)

Model

20P-4M-3T 25P-4M-3T
Dimensions (L*W*H)

Maximum size of plate (L*W)

Maximum height of plates stored per pallet

Maximum loading weight per pallet

The distance between pallets

Number of pallets

4930*5475*5400 (mm) ; 194*216*213 (in)

4110*1570 (mm) ; 162*62 (in)

95 (mm) ; 4 (in)

3 (ton)

200 (mm) ; 8 (in)

20 25

4930*5475*6400(mm) ; 194*216*252(in)

4110*1570 (mm) ; 162*62 (in)

95 (mm) ; 4 (in)

3 (ton)

200 (mm) ; 8 (in)

Model
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Select the electrical box installation location (Left or Right) Select the electrical box installation location (Back)

(Footprint Dimension) (Footprint Dimension)


